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@ Advanced Card Systems Ltd.
Card & Reader Technologies
1.0.Introduction

ACS SmartAccess is an application that demonstrates Access Control usage for ACS Bluetooth
Readers. To fully access the application's features, connect an ACS Bluetooth Reader and use with a
smart card.

Supported smart card readers are ACR3901U-S1 Secure Bluetooth Contact Card Reader,
ACR3901T-W1 Secure Bluetooth SIM-sized Contact Card Reader and ACR1255U-J1 Secure
Bluetooth NFC Reader. Supported smart cards types are ACOS3, Mifare Classic®?.

1 MIFARE and MIFARE Classic are trademarks of NXP B.V.
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Advanced Card Systems Ltd.
@ Card & Reader Technologieys
2.0.For iOS

1. Download ACS SmartAccess app from App Store, or by clicking on the link below:
https://itunes.apple.com/us/app/acs-smartaccess/id1142454409?mt=8

2. Turn on the Bluetooth mode of your device to make it discoverable.
a. For ACR3901U-S1, slide the toggle switch to the right.

b. For ACR1255U-J1, slide the toggle switch to the right.

c. For ACR3901T-W1, press the button to turn on the reader.

3. Turn on your device’s Bluetooth by going to Settings | Bluetooth.

4. Open ACS SmartAccess app and click the button below for an interactive guide on how to use
the app.

User Guide (i0S)
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When the app is launched, a
m notification to turn on

nccess Bluetooth will be shown

Turn on Bluetooth to Allow

"ACS SmartAccess to Connect
to Accessories

Settings






At first launch, tap the Pair
Device Button to search for
ACS readers
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< About SmartAccess

ACS SmartAccess is an application
that demonstrates Access Control
usage for ACS Bluetooth Readers.

Supported smart card readers are
ACR3901U-S1/ACR3901T-W1 Secure
Contact Card Readers and ACR1255L)-
J1 Secure Bluetooh NFC Reader.
Supported card types are ACOS3,

Mifare Classic, and FeliCa.

Privacy Statement

This page shows information
about the demo app. It
enumerates the supported
cards and readers as well.



https://android.acs.com.hk/index.php/acs-smart-access/?page=privacy-policy&id=acs-smart-access/



Pair Device

ACR3901U-51-000001

ACR1255U-J1-000001

This page shows all readers
within range automatically
Manual scan can be clicked
through the button at the

top right-most part.

User will choose the reader
to be paired with, by
tapping the corresponding
reader name.





Pair Device
Scan

ACR3901U-51-000001

ACR1255U-J1-000001

This page shows additional
options when the menu
butten is tapped.

User will choose the reader
te be paired with, by
tapping the corresponding
reader name.





Pair Device

This page shows which ACS

reader is connected.
ACR3901U-S1-000001 Q

ACR1255U-J1-000001






Pair Device
Scan

This page shows which ACS
reader is connected as well
Q as the additional options
from the menu.

ACR3901U-81-000001

ACR1255U-J1-000001






Pair Device

ACR3901U-81-000001

{ Unpair with device?

ACR3I01U-81- XXX XXX

Cancel

When a connected reader
is tapped, an "Unpair with
Device" prompt will appear.

User can choose to unpair
the reader so that another
reader can connect.





/\ccess

START

CREATE NEW CARD

PAIR DEVICE (BLUETOOTH)

VIEW READER INFO

The home page shows a
connected ACS reader with
all of buttons enabled.

Tap any of the buttons
shown.
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SmartAccess

DEVICE READY

PLEASE INSERT CARD

This page is shown when
the reader is waiting for a
card to be tapped.

Click the image to show the
stotus once a card is

tapped.






Ld
SmartAccess .
Swilch to list view

This page shows the
additional options under the
menu button at the top
right-most part.

DEVICE READY

PLEASE INSERT CARD

L)






<

SmartAccess

Smith, John D.

Prochict Marager

ALE

This page will show only
when the card is registered.
Supported card types are
Mifare Classic, ACOS3, and
FeliCa.

Click the button below to
show the status when the

card presented is not
formatted

Card not Formatted Status

Click the button below to
show the status when the
card presented is invalid

Irwvalid Card Status






SmartAccess

Switch o list view

Smith, John D.

Prochict Marager

ALE

This screen will shows
additional options under the
menu button.
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SmartAccess

lan Lorezo

Jay Yee

Junjun B. Nipz

Tonyao Stark

Invalid Card

This shows the history of
recently tapped cards while
the reader is connected.





SmartAccess

Bwitch to single view

lan Lorezo
lulineds Pesaner Send to Email

Jay Yee
e

Junjun B, Mips

Tenyo Stark

Invalid Card

Bruce Li

This shows the additional
options under the menu
button.





Create New Card

This page shows the fields
the user should input to

create a user card.
WORK DCTAILS

CREATE CARD






< Create New Card

Smith. Jehn D A prompt will appear if the
card creation is successful.

WK DETALS

|.l‘.!'}.‘§

|Ptcuct llarags-
Hence, the button below
shows the status when a

card creation is failed.

| Card Creation Failed






‘ < Create New Card

This page only shows when
the card creation is failed.

This informs the user that
the card presented is not
acceptable






SmartAccess

This page only shows when
the card tapped is not
formatted yet. This means
that the cord is not yet
registerad.

Click the button below to
Card not formatted show the status when the
card presented is invalid

Card Irvalid Status
Click the button below to go
Plerses Mol e Tt

R back to Access Granted
Ly Tresly Do
Page

Access Granted Page






SmartAccess

Invalid card detected
Card type: ACOSE

Cannd il anpuecl
Plense inmert AGOTE] Caic.,

This page only shows when
the card tapped is invalid.

Click the button below to
show the status when the
card presented is not
formatted

Card not Formatted Status

Click the button below to go
back to Access Granted
Page

Access Granted Page






< Device Information

Device Name This page shows reader

ACR3901U-51 information.

Firmware Version
114.00

Battery Level

B80%
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